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Sony S600 3.5mm female/male connector/cable installation 
 
 
 

1. When you have the camera open remove the Tripod connector shown in the photo below 
 

 
 



 
 
 
2. Solder the 4 wires to the 4-position 3.5mm female connector and make into a cable to insert 

into the camera to solder to the 4 shutter contacts. 
 

 
 



 
 
 
3. Insert 3.5mm connector into the Tripod hole and run the 4 wires up to the shutter contacts. 

Solder the 4 shutter contacts when finished. 
 

 
 



 
 

 
 



 
4. Solder the 3.5mm male cable to the PixController board. 

 

 
 

 
 



 
5. Here are some photos of the case layout: 
 

 
 

 



Cable/Connector Parts Used: 
 
3.5mm 4-Position Stereo Female connector. 
Part Number: SJ-43502PM from www.digikey.com. Price: $3.69 each 
 
Below is the wiring diagram used on our DigitalEye™ Trail Camera. 

 



3.5mm 4-Position Stereo Male cable with right angle. 
Part Number: 172-7436 from www.mouser.com. Price: $2.54�each 
 
Below is the wiring diagram used on our DigitalEye™ Trail Camera. 
 

 



 
 

PixController, Inc. DigitalEye™ Trail Camera 
 
 


